
µ-MasteR
Auswertesoftware für X-MasteR
Calculation software for X-MasteR

µ-MasteR – Auswertemodul für die professionelle
Schichtdickenmessung. 
Neue Rechenmodelle bieten universelle Lösungs-
möglichkeiten für fast alle in der Industrie vorkommen-
den technischen Beschichtungen. Selbst komplexe
Mehrfachschichten können genau bestimmt werden,
hier zeigt allerdings die Physik manchmal Grenzen
auf. Die Analyse von Legierungsschichten ist ohne
Probleme möglich, wobei die Zusammensetzung und
Schichtdicke gleichzeitig bestimmt werden. Typische
Messzeiten liegen zwischen 5 bis 30 Sekunden, je
nach geforderter Genauigkeit.

Element-MasteR – Schnelle und einfache qualitative
Elementanalyse. 
Bis zu 20 Elemente können gleichzeitig identifiziert
werden. Zum Vergleich einer unbekannten Probe mit
bekannten Standards können Spektren überlagert
werden. Eine schnelle semiquantitative Berechnung
erlaubt die positive Materialidentifizierung. 
Dieses äusserst nützliche Auswertemodul benötigt
keine Kalibrierung und kann vom Anwender jederzeit
um neue Elemente erweitert werden. 

Änderungen, die dem technischen Fortschritt dienen, vorbehalten

µ-MasteR – the advanced evaluation module 
for coating thickness measurement.
Newly developed algorithms offer universal solutions
for almost all coatings used in industry. Even complex
multi layer coatings can be examined however,
sometimes, the laws of physics determine the actual
limits. The analysis of alloy coatings can be per-
formed without any problem giving, as results, the
composition and thickness simultaneously. Also here
multi layer coatings can be analysed. The typical
measurement time is from a few seconds up to 
30 seconds, depending in the required precision.

Element-MasteR – fast and simple qualitative
analysis. 
Up to 20 elements can be identified simultaneously
using this software module. It is possible to compare
an unknown sample with a known standard by over-
laying the X-ray spectra of the two for fast identi-
fication. A quick semiquantitative calculation of
element counts and ratios enable positive materials
identification. This particulary useful analysis module
requires no calibrations and can be extended at any
time by the operator for new elements.
All specifications are subject to change without notice

Die perfekte Auswerte-
software für die
Bestimmung der 
Schichtdicke

The perfect software
for the calculation
of coating thickness 
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%-MasteR
Auswertesoftware für X-MasteR
Calculation software for X-MasteR

%-MasteR – Auswertemodul für die präzise
quantitative Analyse.
Mit diesem Auswertemodul können bis zu 8 Elemente
gleichzeitig mit höchster Genauigkeit analysiert werden.
Um beste Resultate zu erzielen wird eine Methode ge-
wählt, die Standards benutzt. Interelement- und Matrix-
effekte werden mit Hilfe des bekannten LUCAS- TOOTH
Rechenmodells, das leicht modifiziert wurde, berück-
sichtigt. Verglichen mit Auswertemodellen, welche rein
auf Fundamental-Parametern beruhen, wird etwa eine
Größenordnung bessere Genauigkeit erzielt. Ein typi-
sches Analysenresultat zeigt die Tabelle unten.

Messzeit 180 sec.
Anzahl der Proben 150
Messungen pro Probe 5
Element Silber Kupfer Gold
Cmin. 0% 0% 35%
Cmax. 35% 45% 92%
σ rel. 0.6% 0.4% 0.14%

LiquiD-MasteR – die Software für die schnelle und
einfache Bestimmung der Metallionenkonzentration
in galvanischen Bädern. Mathematische Modelle
unterstützen die Korrektur von Matrixeffekten.
Änderungen, die dem technischen Fortschritt dienen, vorbehalten

%-MasteR – to get the best accuracy
in material analysis.
This analysis module allows quantification of up
to 8 elements simultaneously. To achieve ultimate
analysis accuracy, a method was chosen that utilises
standard samples. To correct for interelement effects,
a mathematical model similar to the well-known
LUCAS-TOOTH algorithm is used. In comparison to
models using fundamental parameters, the precision
of a corrected models using standards is typically an
order of magnitude better. A typical analysis result is
shown in the table below.

Measuring time 180 sec.
Number of samples 150
Number of measurements 5
Element Silver Copper Gold
Cmin. 0% 0% 35%
Cmax. 35% 45% 92%
σ rel. 0.6% 0.4% 0.14%

Liquid-MasteR – the software for quick and
easy determination of metal ions in plating
solutions. Different mathematical models allow 
multi-elements, inter-elements and matrix correction.
All specifications are subject to change without notice

Die perfekte Auswerte-
software für die
Bestimmung der
Konzentration 
in Legierungen

The perfect software
for the calculation of
concentration in alloys
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